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(AC/DC) MXA10W Dual isolated output series

Product List

Features

Typical performance

Type                                    Input Voltage Range(VAC)             Output Voltage(VDC)        Output Current(A)             Ripple & Noise(mVp-p)

Low noise output
Wide Input Voltage Range   
High efficiency¡¢High density
Microminiaturization design
Natural cooling
Operating Temperature£º-25¡æ--+75¡æ
Storage Temperature£º-40¡æ--+90¡æ

Output Voltage Accuracy
Input voltage relative regulation
Output voltage relative regulation
Overheated overflow protection

Floats warm the coefficient
Isolation Voltage  Input-Output	
Isolation Resistance                         10M¦¸
Short Circuit Protection 

Continuous Automatic Recovery

Product names:

Mechanical Data Side view 

Input voltage type(VAC)   N:165-265V;W:85-265V

Output Voltage(VDC)

Output form  D-single

Output Power(W)

S Expression Plastic package, Default Expression Metallic packaging

AC-DC Series

Note :Due to space limitations, if other than a list of products, please contact company sales outlet

bottom view 

5V/1A                  5V/1A  
9V/0.56A             9V/0.56A 
12V/0.83A         12V/0.83A 
15V/0.33A         15V/0.33A 
24V/0.42A         24V/0.42A 


