(m ny &C/DC) MXAL5W Single output series

Features

Low noise output

Wide Input Voltage Range

High efficiencyj¢High density
Microminiaturization design

Natural cooling

Operating Temperature£®-25jse--+75ja
Storage Temperature£®-40jae--+90jae

Product List http:/Awww.mxdy.com
Type Input Voltage Range(VAC) Output Voltage(VDC)  Output Current(A) Ripple & Noise(mVp-p)
MXA(S)-15S5N(W) 5 3.0 100
MXA(S)-15S9N(W) 165V-265VAC ~ 85V-265VAC) 9 1.67 100
MXA(S)-15S12N(W) 12 1.25 100
MXA(S)-15S15N(W) 15 1.0 100
MXA(S)-15S24N(W) 24 0.625 100

Typical performance

Output Voltage Accuracy + 1% |Floats warm the coefficient <0.03%/
Input voltage relative regulation <0.5% |Isolation Voltage Input-Output 2500VAC/IMIN
Output voltage relative regulation <0.5% [lsolation Resistance 10M;,

Overheated overflow protection Short Circuit Protection

Continuous Automatic Recovery

Product names:
MXA(S)-15S5N(W)

Input voltage type(VAC) N:165-265V;W:85-265V

Output Voltage(VDC)

Output form S-single
Output Power(W)

S Expression Plastic package, Default Expression Metallic packaging
AC-DC Series
Mechanical Data Unit:mn Side view

bottom view



